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(8) The transport must be direct to
the consignee without any inter-
mediate transit storage; and

(9) Shipment of these packages is
made under procedures specifically au-
thorized by DOT in accordance with 49
CFR part 173 of its regulations to pre-
vent loading, transport, or storage of
these packages with other fissile mate-
rial shipments.

TABLE III—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL SHIPMENT APPLICABLE
TO § 71.24(C)(6)(I)

[Nonuniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per
consignment

20 ................................................................. 520
15 ................................................................. 560
11 ................................................................. 600
10 ................................................................. 640
9.5 ................................................................ 655
9 ................................................................... 675
8.5 ................................................................ 690
8 ................................................................... 710
7.5 ................................................................ 730
7 ................................................................... 750
6.5 ................................................................ 780
6 ................................................................... 810
5.5 ................................................................ 850
5 ................................................................... 900
4.5 ................................................................ 950
4 ................................................................... 1,000
3.5 ................................................................ 1,100
3 ................................................................... 1,250
2.5 ................................................................ 1,500
2 ................................................................... 2,050
1.5 ................................................................ 3,400
1.35 .............................................................. 4,000
1 ................................................................... 8,500
0.92 .............................................................. 15,000

TABLE IV—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL SHIPMENT APPLICABLE
TO § 71.24(C)(6)(II)

[Uniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per
consignment

4 ................................................................... 1,050
3.5 ................................................................ 1,150
3 ................................................................... 1,400
2.5 ................................................................ 1,800
2 ................................................................... 3,000
1.5 ................................................................ 7,000

TABLE IV—PERMISSIBLE MASS OF URANIUM-235
PER FISSILE MATERIAL SHIPMENT APPLICABLE
TO § 71.24(C)(6)(II)—Continued

[Uniform distribution]

Uranium enrichment in weight percent of
uranium-235 not exceeding

Permissible
maximum

grams of ura-
nium-235 per
consignment

1.35 .............................................................. 10,000

Subpart D—Application for
Package Approval

§ 71.31 Contents of application.
(a) An application for an approval

under this part must include, for each
proposed packaging design, the fol-
lowing information:

(1) A package description as required
by § 71.33;

(2) A package evaluation as required
by § 71.35; and

(3) A quality assurance program de-
scription, as required by § 71.37, or a
reference to a previously approved
quality assurance program.

(b) Except as provided in § 71.13, an
application for modification of a pack-
age design, whether for modification of
the packaging or authorized contents,
must include sufficient information to
demonstrate that the proposed design
satisfies the package standards in ef-
fect at the time the application is filed.

(c) The applicant shall identify any
established codes and standards pro-
posed for use in package design, fab-
rication, assembly, testing, mainte-
nance, and use. In the absence of any
codes and standards, the applicant
shall describe and justify the basis and
rationale used to formulate the pack-
age quality assurance program.

§ 71.33 Package description.
The application must include a de-

scription of the proposed package in
sufficient detail to identify the pack-
age accurately and provide a sufficient
basis for evaluation of the package.
The description must include—
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